Your washing machine Intended use Preparation

Congratulations - you have opted for a modern, high-quality
domestic appliance manufactured by Bosch. This washing machine
is distinguished by its economical water and energy consumption.
Each machine that leaves our factory has been inspected thoroughly
to ensure that it functions properly and is in perfect condition.

Further information: www.bosch-home.com

You can find the contact details for your nearest after-sales service
here or in the after-sales service directory (depending on model).
- GB 0844 8928979
(calls from a BT landline will be charged at up to 3 pence per
minute. A call set-up fee of up to 6 pence may apply)
- IE 01450 2655

Environmentally friendly waste disposal E

All packaging must be disposed of in accordance with
environmental guidelines.

This appliance is certified in accordance with European Directive
2002/96/EEC on waste electrical and electronic equipment
(WEEE).

This directive provides the framework for the EU-wide collection and
reuse of used appliances.
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Protection of the environment/Conservation tips

— Always fill the washing machine with a maximum amount of
laundry for the relevant programme.

— Wash normally soiled laundry without a prewash.

- Instead of 2% Cottons 90 °C, choose the programme
427 Cottons 60 °C with the additional function © EcoPerfect.
Comparable cleaning result with significantly lower energy
consumption.

— Measure the detergent according to the manufacturer's
instructions and water hardness.

- If the laundry is then dried in the tumble dryer, select the spin
speed according to the instructions of the dryer manufacturer.

@ For domestic use only

I For washing machine-washable fabrics and hand-wash-
able wool in detergent solution

I To be operated with cold drinking water and commer-
cially available detergents and care products which are
suitable for use in washing machines

washing machine

ii — Do not leave children unattended near the

— The washing machine is not to be used by
children or persons not familiar with the
operating instructions

— Keep pets away from the washing machine

Programmes

. H Read these instructions and the separate
[ ] installation instructions before operating the
washing machine.

Compartment II: detergent for the main wash, water softener,
bleach, stain remover

Detailed overview of programmes — page 7.
The spin speed can be selected individually, irrespective of
the selected programme and programme progress.

g

€9

Correct installation according to the
separate Installation instructions.

Check the machine

— Never use a damaged machine.
- Inform the after-sales services.

Connect the mains plug
f Make sure your hands are dry.

Take hold of the plug only.

E Turn the tap on

Compartment & fabric softener, starch

Before washing for the first time Remo Ving the washing
Wash once without any laundry — page 9.

If Rinse Stop (without final spin) is active: Turn the
programme selector to % Empty or select the spin speed.
Select D[] Start/Pause.

- Remove any foreign objects -

Sorting and loading laundry

Follow the manufacturer's care information.
According to the information on the care labels.
According to type, colour, soiling and temperature.

>

Compartment I: detergent for prewash

(*model-dependent)

Do not exceed the maximum load — page 7. Egg?g%?ﬁgg?geruwiéh fLiSk OftthSting-h_ g o et t
X i X , - Leave the washing machine door and detergen
Observe the important information — page 6. drawer open so t%at any residual water cag
Insert large and small items of laundry. Drum evaporate
Close the washing machine door. Take care not to trap items of laundry ’
between the washing machine door and the rubber seal. Control panel Turning the tap off
Add detergent and care products Washing machine i I[;j]g}r?cc%zid for Aqua-Stop models — refer to installation
Measure accordingly: door
Amount of laundry, soiling, water hardness (ask your water supply
\ company) and manufacturer's instructions. . .
Pour liquid detergent into the appropriate dispenser and place in the drum. . SWltchlng off
Turn the programme selector to Off.
Dilute viscous fabric softener and fabric conditioner with water.
This prevents blockages.

y Y

Setting and adjusting a programme 1
Programme has ended when...

v Additional functions and spin
speeds — Individual settings,

92V Cottons Hard-wearing fabrics

+ Prewash Hard-wearing fabrics, prewash at
30 °C

2R Mix Different types of laundry

{7 SuperQuick 15

Short programme

Rinse/® Spin

Laundry washed by hand,

Rinse Plus button activated; if only
using the spin cycle, deactivate the
button

Additional Spin Status Start/ Programme selector page 5 ... DIl Start/Pause flashes and the End indicator light
functions speed* indicator Pause ge o. comes on.
Speed _r @ in® S e EasyCare o 27 cottons Interrupting the programme
Perfect P 30° 30°
01000 © Wash aDuﬂT 40° N4 Programmes at high temperatures:
Eco O 9900 © finse 60° 40°+ Prewash — Cool washing: Select s Rinse/® Spin..
Perfect 0800 © Spin — Select D[l Start/Pause.

Easy-
Iron
2

Rinse
Plus

0 600 o End
@ O Rinse Stop

Delicate/ o
Q Silk £
2

A Wool
Empty &

30 60°
Programmes at lower temperatures:

- Rinse/® Spin (deactivate w Rinse Plus button) or
select & Empty.

cold 90°
30° 40° AR Mix

] | [30° B SuperQuick 15 Service flap

Rinse/Spin @ — Select D[ Start/Pause.
Select DIl Start/Pause 2

¥ Empty Drain rinsing water for Rinse Stop
(without final spin)

& Wool Hand/machine-washable wool

f Delicate/Silk Delicate washable fabrics

4> Easy-Care Easy-care fabrics

All buttons are sensitive and need
only to be touched lightly.

If you press and hold the spin
speed button, the appliance
automatically cycles through the
setting options.

Changing the programme, if ...

... you have selected the wrong programme by mistake:
— Reselect the programme.

- Select DIl Start/Pause. The new programme starts from
the beginning.

Programme selector for
switching the machine on
and off and for selecting the
programme. Can be turned
in either direction.

Washing

| Open the washing machine door and remove the washing.

Individual settings

Spin speed / without final spin — model-dependent

Before and while the selected programme is running, the spin speed or Rinse Stop (without
final rinse, laundry soaks in the last rinsing water) can be set. The effects depend on the
programme progress.

The maximum selectable spin speed depends on the model and on which programme is
currently selected.

Additional functions — and overview of programmes, see page 7

=0 SpeedPerfect For washing in a shorter time with a washing outcome comparable to
that of the standard programme. Maximum load — Overview of
programmes, page 7.

© EcoPerfect For saving energy with a washing performance comparable to that of
the standard programme.

2 Easy Iron Special spin sequence with subsequent fluffing. More gentle final spin
- residual moisture in the laundry slightly increased.

Rinse Plus Additional rinse cycle. For areas with very soft water or for further

enhancing the spin result.
Start
For starting or interrupting the programme.
Signal

1. Activate the
setting mode for
signal volume

Setto ® 1 step Press and 41 step Release
Optional: hold
visually direct “Short signal - function on.
impaired mode* Long signal - function off.
ON-OFF g EiEnnnnnnnin
ON-OFF
Button signals Information signals
2. Setting the 03
volume for ...
©|0|0|0|O0O
©|0|060|0|0
°1°1°1°1° 1 step Setting the 1 step Setting the  Setto ®
ejojojolo volume** volume**
0|O0|0|0O|0O
o( m '1))) “* you may need to select the function several times.

A Important information

— When determining

Protecting the laundry and the machine

the dosage of all washing powders, additives and cleaning agents, you

must follow the manufacturer's instructions.

— Empty pockets.
— Look out for metal

items (paperclips, etc.).

— Wash delicates in a laundry bag (tights, curtains, underwired bras).
- Fasten zips, do up any buttons.

— Brush sand out of

pockets and collars.

— Remove curtain fittings or place in the laundry bag.

/\J\ Wash new items of clothing separately.

light

|| Do not prewash. If required, choose the additional function
=0 SpeedPerfect.

Pretreat any stains as necessary.

intense a~--A

Do not load as much laundry.

Choose a programme with prewash.

Soaking Load laundry of the same colour

m Pour soaking agent/detergent into compartment Il in accordance with the manufacturer's
instructions. Turn the programme selector to 4% Cottons 30 °C and select DIl Start/Pause.
After approx. 10 minutes, press D[l Start/Pause, to pause the programme. Once the required
soaking time has elapsed, press DIl Start/Pause again to continue the programme, or select
a different programme.

Starching

ﬁ Laundry with varying degrees of soiling

Laundry must not be treated with fabric softener

I
\_I Starching is possible in all wash programmes if liquid starch is used. Pour starch into the
fabric softener compartment in accordance with the manufacturer's instructions® (rinse first

if necessary).

Dyeing/bleaching
Dye should only be used in normal household quantities. Salt may damage stainless steel.
Always follow the dye manufacturer's instructions. Do not use the washing machine for

bleaching clothes.




» = — Risk of electric shock. Disconnect the mains plug. » - Risk of scalding. 5
sy |s | = z3E A Safety instructions Care A _ Risk of explosion, No soants Maintenance A Al thctegentsoion o ool doun What to do if ...
o (o o E = & = urno e (ap. =
: § R 3 E S < P § - Read the instruction manual and installation instructions and all other information enclosed ® | Before washing for the first time Detergent solution pump : ‘ Water is leaking out. - Attach/replace the drainage hose correctly.
@ | £ |E | |29 553 with the washing machine and act accordingly. : . . . - Tighten the screw connection of the supply hose.
) So 5= 32 = L, iy b t Do not load any laundry into the machine. Turn on the tap. Turn the programme selector to Off and disconnect the mains plug.
) ) =5 >=Z 2 — Retain the documents Tor subsequent use. Add the following to compartment II: ‘ No water supply. - DIl Start/Pause not selected?
Q S| isels |=% S § Risk of electric shock - Never pull the cable to disconnect the mains plug. — approx. 1 litre water 1. Open and remove the service flap. Detergent not dispensed. — Tap not turned on? '
= = | = [25]|2 |28 T 5 SN NSt/ di t th ins ol ith d hand - detergent (dosage according to the manufacturer's instructions for light soiling and the - Filter blocked? Clean the filter — page 10.
8 21 z|z3g 2z = 3 é | R |§connec © mMains piug with damp ands. appropriate degree of water hardness) - Supply hose kinked or trapped?
g ] W o I"“ S5 - E 2 3 Danger to life For worn-out appliances: Set the programme selector to £ Easy-Care 60 °C and select DI Start/Pause. At the end of 2. For models with a drainage hose: Remove the drainage hose from the [ ) Washing machine door - Safety function active. Wait approx. 2 minutes.
S - = m| ﬁt“é m| o5 |8 - T < m glsoontﬂed the ma'gls p'“g-d, dal i the ol the programme, turn the programme selector to Off. retainer and pull it from the housing. Remove the container. cannot be opened. - Is Rinse Stop (without final spin) selected? — page 3, 4.
© S s | 5 |gzlg |E<X |2 = e © — oever the mains cable and discard along with the plug. ® achine housing, control panel Remove the sealing cap, allow the detergent solution to flow out. I ?
S g E f—é f—é x f—é %g ED g - Destroy the lock on the washing machine door. This will prevent - : g; p Replace the sealing cap and place the drainage hose in the retainer. ‘ SPtre(I)r%ramme s Mot il e\}]gssrwtia}l]g/gaa%i?nze(ljegé?%iosed’7
© 5 s 12 158l58 gg 2c = children from locking themselves in and risking their lives. i \E/)lee with a soft, gamp C|0|'[h-h oan (stainl Ll ) = i BESEESE 101 < |5 Rinse Stop (wihout fnal ,') oo 77
4] = & c |cZlegls % g g | il . . . - Do not use any abrasive cloths, scourers or cleaning agents (stainless steel cleaners). 2* For models without a drainage hose: Carefully unscrew the pump cover etergent solution is not - Is Rinse Stop (without final spin) selected? — page 3, 4.
§ w Sla a5 & %E 8 = s icl suffocation L(ﬁ”eé)repr?c:kagmg, film and packaging parts out of the reach of - Remove detergent and cleaning agent residue immediately. until the detergent solution begins to flow out. When the service flap is ® drained. - Clean the detergent solution pump — page 170.
- S 5| = =3 sé s S |=3 S el I 1 i . - Do not clean with a jet of water. half full, close the pump cover and empty the service flap. Repeat the - Clean the waste pipe and/or drainage hose.
8 ‘g & e |e E &= % g g % = g = Risk of poisoning - Keep detergents and care products out of the reach of children. Cleaning the detergent drawer ... above steps until all the detergent solufuon has completely drained out. ‘ Water not visible in the — Not a fault - water below the visible area.
@ 2 | |£8|I£2|52 |E= g 3 o Risk of explosion — ltems of laundry pretreated with cleaning agents containing é o . : , IR LI Cicw tho pump cover (residual water). : - S
c\i 2 E ?,é ?,é = ?é z _§3 _ S& 8'-'; 5 <§E solvents, e.g. stain remover/cleaning solvent may cause an = it contains detergent or fabric softener residues. 5 %lee%l:[[greg'g:ﬁré%ﬁhﬁgnmgfr%\éegmgﬁgtgﬂg pump housing (the impeller in ‘ Unsatisfactory spin - Not a fault - the unbalanced-load detection system has cancelled
> S = S |oglac|555|ae o losi fter being loaded into the washing machine 1. Pull out i td d letel ' result. the spin cycle because of uneven distribution of the laundry.
- = 3 5 |HFe|BE|258|es > 5 explosion a g g . ull out, press insert down, remove draw completely. € Spin Cy [ 1€ ¢ Y
_% § %3 %3 %3 % %3 é E %é C%% E_ % Rinse items of laundry thoroughly by hand beforehand. 2. ;Ii—ggreermove the insert: press the insert upwards from below with your 5. Replace the pump cover and screw it tightly in place. Laundry wet/too damp. (Ej)rlﬁtr::bme small and large items of laundry evenly inside the
- n i inj = i i . 6. Place the service flap back on and close. i
£ - _ £ Risk of injury The washing machine door can become very hot. ! . ' p - S Easy Iron selected? — page 5.
3 s % 5 % 2 — Be careful when draining hot detergent solution. 3. CIClea}n the detergent dispenser tray and insert with water and a brush and il Seleote‘é speed 100 low? —fp%ge 5.
IS ST B2 25| 8 = 2 2 - Do not climb onto the washing machine I ; ; . .
S S = é £ g = -f.—=: = IR loan on the open wasr?ing machi.ne door 4, Attaoh the insert and engage (connect the cylinder to the guide pin). ‘ Spin cycle performed - Not a fault - unbalanced load detection system adjusts the
5 g g |5 | €l53| 2 & o — ~ Do not reach into the drum if it is still rotating. BRI 1 roent drawer. K & i) Umos. likelance.
= - = [«b} ko) - ey — . N\ . . . . . . 1 H JAlIY - H H
g 8 3 g |8 2| g s § J— - Be careful when opening the detergent drawer while the machine . > To prevent unused detergent from flowing straight into the drain during the next wash: pour ‘ ReSIduatl Wattefr in the I l(\l)lot a ft%ult' thet "?‘fCt'O” of the care prodgot is not affected.
© B P = £ o [EZ] 4 £ > — is in operation Leave the detergent drawer open so that any residual water can ‘ 1 litre of water into compartment Il and start the & Empty programme. oorr(;paf[ ment for care ean the insert if necessary — page 9.
o s |c | 8|28 < = S — ' evaporate. ; ; [Iorelbicis:
£ 2 |12 | zlssl8 |2 £ — ; = Drainage hose at the siphon : : @ Odour formation in the -~ Run programme % Cottons 90 °C without laundry. Use
: BRI ER = L — Tur e programme selecor o Of and isconnest e mais pLg
5 e é gl 2 |€ | g é 38 8 é = peneng Leave the washing machine door open so that the drum can dry out. 1. L the h | full the drai h idual @ ash display lamp - Too much detergent used? Mix 1 tablespoon of fabric softener
@ g;i 8 = g % S = g = g 2 3 0.3_ o mme Whad Electricity™* Water Programme Rust stains - use chlorine-free cleaning agent, not steel wool. . W(;(;esre)n 9 esE @y, SErE [Emeve iTe eliEntes 1ese (st flashes. Foam may be with 2 litre of water and pour into dispenser Il (not for outdoor
> S no|l 2 158| 2_ |aeo 2 O) E— g y duration™*** ; ; : : : coming out of the and down-filled textiles!).
= s 3818 3 S8 8L = Descaling Ensure there is no laundry in the machine ' . - -
T S = == 218 58 |5 a8 Y — — 2. Clean the drainage hose and siphon connecting piece. detergent drawer. - Reduce the detergent dosage for the next wash cycle.
3 |sc|se| g8 |lgE| €2 =8 == E—— {27 Cottons 30 °C 7kg 0,55 kWh 601 02:36 h Descale the appliance according to the descaler manufacturer's instructions. This should not 3. Reattach the drainage hose and secure the connection with the hose nt 7 rm—— A i fool fxed?
8 s |85|85| 5|82l 55 |8 7o S e 2% Cottons 40 °C* 7kg 0,69 KWWh 601 02:36 h be necessary if the correct dosage of detergent is used. Eee Bl -2tcc and waiking®  Seoure the appiance feet —» Instaliation instructions
— [a) A @D D L= &) = I ! ’ i 0 . . "
m SS|Zg| = |oss| =28 |28 S g o —— Filter in the water suppl during the spin cycle. - Transportation safety devices removed?
s |E£|z2| 5 |2E€| 55 |28 s — 29 Cottons 60 °C* 7kg 1,33 kWh 601 02:41h pply - : -
3 oIS Sl 28 |88 sEg ™ — il ’ ] z ] z ; ; Remove the transportation safety devices — Installation
£ D SE5 e — 7 Cottons 90 °C 7kg 2,00 KWh 641 02:48h Information on the indicator lights modetdependent = Risk of electric shock. o . . . instructions.
E > . o Sc2o L — = ’ i R g BT esior liohts for (h . d flash A Do not immerse the HydroSafe safety device in water (it contains an electric valve). ‘ PG coin and Clean detergent-solution pump —s page 10 Washing machine
: =< =< P — 7 o : signal sounds and indicator lights for the spin speed flash: i -
[ % == - = TE=ps Easy-Care 40 °C 3kg 0,55 kWh 551 01:37h pits I
-~ S =g — : i Close the washing ri  Detergent solution pump ©i  Open the tap completely, ! , ElNCYICICS:
C) aOs 2R Mixd0°C Sk 048 kiWh 321 01:03h g machine door properly; g blocked; Clean the ol supply hose kinked or Reduce the water pressure in the supply hose: ‘ The indicator lights do - Power cut?
(@ & E QS B Delicate/Silk 30 °C 2 kg 0,21 kWh 311 00:41h o laundry may be caught. o detergent solution pump o trapped; 1. Turn off the tap. not function during - Fuses tripped? Reset/change the fuse. '
1S I © &= § 2 Wool 30°C 2kg 019 KWh 39 0040n o . — page 10. ' - Clean the filter 2. Select any programme (except for e Rinse/® Spin /| & Empty). operation. - If the fault occurs repeatedly, call the after-sales service.
Q =3 2 £ D ; Z :_7 , = — : : Drainage hose/waste pipe — page 10, 3. Select DIl Start/Pause. Let the programme run for approximately @ Programme sequence - Not a fault - unbalanced load detection system adjusts
N 2 2 S T5e Programme setting for testing in accordance with valid standard EN60456. . . . = X blocked; Clean the drainage| = Water pressure too low. 40 seconds. longer than usual. imbalance by repeatedly distributing the iaundry.
(@) SIS [ 2]9 = £ g - % Note on comparative tests: For testing the test programmes, wash the specified load using the maximum spin speed. hose at the siphon 4. Turn the programme selector to Off. Disconnect the mains plug. - Not a fault - foam detection system active - adds an additional
Ll SIS ISR R S 8 = E ‘g P ; Annual energy Annual water g page 0 R e Lo cycle. - n o
S Te2 it amnme QR enal function Load consumption  consumption BTl ine after-) 1 Water in the base tub, 1. Depending on model: @ Dotergent residues on - Occasionally, phosphate-free detergents contain water-insoluble en Instruction manual
QO in 5 9% r sales service. r  appliance leaking. Call the Disconnect the hose from the tap. the laundry. residues.
s o = x 253 92T Cottons 40/60 °C EcoPerfect* 7/35kg 197 kWh 10560 | ol after-sales service. Clean the filter using a small brush. - Select v Rinse/G@ Spin or brush out the laundry after washing.
| 3 % <§ % g _8 E é E ** Programme setting for testing and energy labelling in accordance with EU directive 2010/30/EU with cold water (15 °C). o o] ° If you cannot correct a fault yourself (switching on/off) or a repair is required:
o £ IBlgl 2| =] 8 ] 5 [EEIS2S *“**The values deviate from the indicated values depending on water pressure, hardness, and inlet temperature, ambient tem- o o and/or for Standard and Aqua-Secure models: — Turn the programme selector to Off and remove the mains plug from the socket.
> s [9|z] & | =13 (=] SlS8€lg w2 perature, type, amount and soiling of the laundry, detergent used, fluctuations in the power supply and selected additional ) ’ Rt — Turn off the water supply and call the after-sales service — Installation instructions.
0 > gj 2 }l(; E g @;j gs kR s L6 functions. Remove the hose on the rear of the appliance.
x <+ S | = <s|, . Remove the filter with pliers and clean.

2. Connect the hose and check for leaks.




Congratulations - you have opted for a modern, high-quality
domestic appliance manufactured by Bosch. This washing machine
is distinguished by its economical water and energy consumption.
Each machine that leaves our factory has been inspected thoroughly
to ensure that it functions properly and is in perfect condition.

Further information: www.bosch-home.com

You can find the contact details for your nearest after-sales service
here or in the after-sales service directory (depending on model).
- GB 0844 8928979
(calls from a BT landline will be charged at up to 3 pence per
minute. A call set-up fee of up to 6 pence may apply)
- IE 01450 2655

Environmentally friendly waste disposal E

All packaging must be disposed of in accordance with
environmental guidelines.

This appliance is certified in accordance with European Directive
2002/96/EEC on waste electrical and electronic equipment
(WEEE).

This directive provides the framework for the EU-wide collection and
reuse of used appliances.
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Protection of the environment/Conservation tips

— Always fill the washing machine with a maximum amount of
laundry for the relevant programme.

- Wash normally soiled laundry without a prewash.

- Instead of Y Cottons 90 °C, choose the programme
127 Cottons 60 °C with the additional function © EcoPerfect.
Comparable cleaning result with significantly lower energy
consumption.

- Measure the detergent according to the manufacturer's
instructions and water hardness.

— If the laundry is then dried in the tumble dryer, select the spin
speed according to the instructions of the dryer manufacturer.

For domestic use only

For washing machine-washable fabrics and hand-wash-
able wool in detergent solution

To be operated with cold drinking water and commer-
cially available detergents and care products which are
suitable for use in washing machines

washing machine

— The washing machine is not to be used by
children or persons not familiar with the
operating instructions

— Keep pets away from the washing machine

ii — Do not leave children unattended near the

Read these instructions and the separate
[ ] installation instructions before operating the
washing machine.

Correct installation according to the
separate Installation instructions. . A

Check the machine

— Never use a damaged machine.
- Inform the after-sales services.

N =

Connect the mains plug
Make sure your hands are dry.
A Take hold of the plug only.

Turn the tap on

Compartment II: detergent for the main wash, water softener,

bleach, stain remover
Compartment &: fabric softener, starch
Compartment I: detergent for prewash

(*model-dependent)
Programmes * *
Detailed overview of programmes — page 7. Additional Sbin Status Start/ Pr
The spin speed can be selected individually, irrespective of functions speed* indicator Pause
the selected programme and programme progress.
927 Cottons Hard-wearing fabrics Speed__y (™ Soin® Program Status start  EasyCare ©
+ Prewash Hard-wearing fabrics, prewash at perfect " N/ 51000 o Wash Pause |
30 °C PN 0 900 o ]
Eco @ | :‘ : inse e
2R Mix Different types of laundry Perfect ™ Nt/ © 800 o Spin Delicate/, 400
0 600 o End Ml
% SuperQuick 15’  Short programme e - 2 cold
Rinse/®@ Spin Laundry washed by hand, a — Wool 3
Rinse Plus button activated; if only finse ™ M Empty
using the spin cycle, deactivate the - W/ W/
button
¥ Empty Drain rinsing water for Rinse Stop —
(without final spin) Alllbl#tt%nstare I‘?egsl!tl\l{ﬁl and need Pro
only to be touched li . -
& Wool Hand/machine-washable wool r ygu press and holgthg spin :\gé
f% Delicate/Silk Delicate washable fabrics speed button, the appliance pro
4 Easy-Care Easy-care fabrics automatically cycles through the in €

setting options.




Add detergent and care products

Amount of laundry, soiling, water hardness (ask your water supply
company) and manufacturer's instructions.
ur liquid detergent into the appropriate dispenser and place in the drum.

Setting and adjusting a programme

Before washing for the first time
Wash once without any laundry — page 9.

Sorting and loading laundry

Follow the manufacturer's care information.
According to the information on the care labels.
According to type, colour, soiling and temperature.
Do not exceed the maximum load — page 7.

Observe the important information — page 6.
Insert large and small items of laundry.

Close the washing machine door. Take care not to trap items of laundry
between the washing machine door and the rubber seal.

Measure accordin

Dilute viscous fabric softener and fabric conditioner with water.
This prevents blockages.

Removing the washing

Open the washing machine door and remove the washing.
If Rinse Stop (without final spin) is active: Turn the
programme selector to ‘& Empty or select the spin speed.
Select DI Start/Pause.

- Remove any foreign objects -

Detergent drawer with risk of rusting.
compartments |, Il, ® - Leave the washing machine door and detergent
drawer open so that any residual water can
Drum evaporate.
Control panel Turning the tap off
Washing machine Not rquired for Aqua-Stop models — refer to installation
. door instructions
gly:

Switching off
Turn the programme selector to Off.

v

ogramme selector

Off a7 Cottons
30 1 4 Cs00
10° 40°
40°+ Prewash
60°
90°
> 40° &R mix
\ 30° T3 SuperQuick 15'

Rinse/Spin @

Additional functions and spin
speeds — Individual settings,
page 5.

Select DIl Start/Pause

Programme has ended when...

... D00 Start/Pause flashes and the End indicator light
comes on.

Interrupting the programme

Programmes at high temperatures:

— Cool washing: Select « Rinse/@ Spin..

— Select D[l Start/Pause.

Programmes at lower temperatures:

- Rinse/® Spin (deactivate = Rinse Plus button) or
select & Empty.

Service flap - Select DIl Start/Pause.

gramme selector for
ching the machine on
 off and for selecting the
gramme. Can be turned
ither direction.

Changing the programme, if ...

... Yyou have selected the wrong programme by mistake:
— Reselect the programme.

— Select DIl Start/Pause. The new programme starts from
the beginning.




Individual settings

Spin speed / without final spin — model-dependent

Before and while the selected programme is running, the spin speed or Rinse Stop (without
final rinse, laundry soaks in the last rinsing water) can be set. The effects depend on the
programme progress.

The maximum selectable spin speed depends on the model and on which programme is
currently selected.

Additional functions — and overview of programmes, see page 7

=0 SpeedPerfect For washing in a shorter time with a washing outcome comparable to
that of the standard programme. Maximum load — Overview of
programmes, page 7.

© EcoPerfect For saving energy with a washing performance comparable to that of

the standard programme.

Special spin sequence with subsequent fluffing. More gentle final spin
- residual moisture in the laundry slightly increased.

2 Easy Iron

Additional rinse cycle. For areas with very soft water or for further
enhancing the spin result.

Rinse Plus

Start
For starting or interrupting the programme.
Signal

1. Activate the
setting mode for
signal volume

Setto ® 1 step Press and <1 step Release

Optional: hold

“Short signal - function on.
Long signal - function off.

Visually direct
impaired mode*

ON-OFF Q

ON-OFF
Button signals Information signals

2. Setting the 9l

volume for ... 4 20
60, 60

©|0|0|0|O0O 0| 6
0/0/0|0|0O
°lerelelel 1 step Setting the 1 step Setting the  Setto ®
olololola volume** volume**

“* you may need to select the function several times.

(@]

1

N
w
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A Important information

Protecting the laundry and the machine
- When determining the dosage of all washing powders, additives and cleaning agents, you
must follow the manufacturer's instructions.

— Empty pockets.

- Look out for metal items (paperclips, etc.).

— Wash delicates in a laundry bag (tights, curtains, underwired bras).

— Fasten zips, do up any buttons.

— Brush sand out of pockets and collars.

- Remove curtain fittings or place in the laundry bag.

/\J\ Wash new items of clothing separately.

light || Do not prewash. If required, choose the additional function
=0 SpeedPerfect.

Pretreat any stains as necessary.

intense a-—| Do notload as much laundry.

Choose a programme with prewash.

Soaking Load laundry of the same colour

@ Pour soaking agent/detergent into compartment Il in accordance with the manufacturer's
instructions. Turn the programme selector to 4% Cottons 30 °C and select DIl Start/Pause.
After approx. 10 minutes, press D[l Start/Pause, to pause the programme. Once the required
soaking time has elapsed, press DIl Slarl/Pause again to continue the programme, or select
a different programme.

Starching Laundry must not be treated with fabric softener

I
\_I Starching is possible in all wash programmes if liquid starch is used. Pour starch into the
fabric softener compartment in accordance with the manufacturer's instructions® (rinse first
if necessary).

E Laundry with varying degrees of soiling

Dyeing/bleaching

Dye should only be used in normal household quantities. Salt may damage stainless steel.
Always follow the dye manufacturer's instructions. Do not use the washing machine for
bleaching clothes.




A\ Safety instructions

: § 313 2 |°os % § - Read the instruction manual and installation instructions and all other information enclosed
© = | E | |lg |23 553 with the washing machine and act accordingly.
2 =2 <] — Retain the documents for subsequent use.
(] - - - - = <
Q é S |szls |a é § S 3 Risk of electric shock - Never pull the cable to disconnect the mains plug.
I z | = ;;g B § b . 5 § - Never insert/disconnect the mains plug with damp hands.
< o 223 —_— wn E!
8 Eﬁ| & |8 3 S |52 i = 8 = Danger to life For worn-out appliances:
e U UV (@ 28 |8 = 5 2 - Disconnect the mains plug.
o _§ Q g g g g g% 2 £ § o — Sever the mains cable and discard along with the plug.
& ] b c |E8lt s 2 ED e — Destroy the lock on the washing machine door. This will prevent
© § S £ |& S & 219a |2 § g children from locking themselves in and risking their lives.
o = S| 8|8c|8glsE [x= =2 g i R .
2 = el =) B R= p=a= S5 S wi Danger of suffocation - Keep packaging, film and packaging parts out of the reach of
S 2 | sl@g|es |55 = = children.
S x, = =32 E o % s - - i
S kY 2 & |8s|8c %C’ ol == § g Risk of poisoning - Keep detergents and care products out of the reach of children.
[%3 S > SR BRI RS Es| B s Y | I ) ) .
< = S i e =S S 2|25 s=| € = w Risk of explosion - Items of laundry pretreated with cleaning agents containing
© S 8 T |3 = 28|52 |8l & = solvents, e.g. stain remover/cleaning solvent may cause an
= S F1&|&5|1&F5|32s5|22 B> = explosion after being loaded into the washing machine.
.5 § IS o |p E p3|E § % S g £ 3z Rinse items of laundry thoroughly by hand beforehand.
% = ! e LZ sEo®e g’- 2 Risk of injury - The washing machine door can become very hot.
2 E = S 5 £ - Be careful when draining hot detergent solution.
S s |2 cgls |z |2 2 - Do not climb onto the washing machine.
@ E s w 128 5 = o« 2 - Do not lean on the open washing machine door.
S g g & = 3 8 ) = — - Do not reach into the drum if it is still rotating.
g = & s |8 g g ) § — - Be careful when opening the detergent drawer while the machine
3 3 P = = s iz 4] = @ = is in operation.
) @ S S ls2| 5 S = —
= ESHENE z2lg8| € |3 E — p
L E |5, 5|88 8 |5, ER: — Consumptlon values depending on model
o gi = % 2]l 5 |8 é % £ =2 E —
s| £ |23 S 25 —
o _ |t |ES El E 2 z _|g= =5 g=— Programme Load Electricity*** Water*** Zzggg%’gﬂf
I S |S-|28| 5 |8g| =8 |E £s5 < —
S 22|58 S |ss5| 82 S5 o= T 429 Cottons 30 °C* 7kg 0,55 kWh 60| 02:36 h
U S |§S|ee| E |ES| £2 (g2 25 S — o .
O BFEEIEHEAEE R REY: g — 2 Cottons 40 °C 7Kg 0,69 KWh 601 02:36 h
b= = =4 = =  —
E S |s5|85| 2 |55| 55 |85 sEg — S— 947 Cottons 60 °C* 7kg 1,33 kWh 601 02:41h
S ES — — 929 Cottons 90 °C 7kg 2,00 kwh 641 02:48 h
S5 =) =] =) LO E—
o I = - = g é z S—— 4> Easy-Care 40 °C* 3kg 0,55 kWh 551 01:37h
E’ E 2_.:, o“g 2R Mix 40 °C 3kg 0,48 kWh 321 01:03h
(e} & 83 B Delicate/Silk 30 °C 2kg 0,21 kWh 311 00:41h
o =
B. 5ot I I o HET & Wool 30 °C 2kg 0,19 kWh 391 00:40h
S )
(g g g = i g @ * Programme setting for testing in accordance with valid standard EN60456.
(o) SIS [ 2]9 =5 $ = o S Note on comparative tests: For testing the test programmes, wash the specified load using the maximum spin speed.
) Slol o | o | o S o S 25
S 21 IKse) < ISe} o ™ = £
= Al . A I A I
% 8 E3 Programme Additional function Load c"’)’r’";znfgtei"; %y cgrr:sujmg?ifr:
: io 5 8%
s - o ‘% % § E. é 929 Cottons 40/60 °C EcoPerfect** 7/3,5kg 197 kWh 105601
Q < _9|5 2 E rogramme setting for testing and energy labelling in accordance wi irective with cold water (15 °C).
A 3 = :_; E] = ; S P tting for testi d labelling i d ith EU directive 2010/30/EU with cold water (15 °C)
() £ E=2E7 IR x S = 5 |8 v L ***The values deviate from the indicated values depending on water pressure, hardness, and inlet temperature, ambient tem-
g ols| > o ElIS s>
> S Ool|l=z| & = |3 (<] Sl|8s|c xS perature, type, amount and soiling of the laundry, detergent used, fluctuations in the power supply and selected additional
0 S || 2| W o = 7] ol <
> = = == o= functions.
S |s|T|o ||| N |28
a <P = <ol .~

8|



— Risk of electric shock. Disconnect the mains plug. g - Risk of scalding.
Car e A — Risk of explosion. No solvents. Mal n tena nce A Allow the detergent solution to cool down.

I . . . Turn off the tap.
® Before washing for the first time

Do not load any laundry into the machine. Turn on the tap.
Add the following to compartment Il:
— approx. 1 litre water 1. Open and remove the service flap.
— detergent (dosage according to the manufacturer's instructions for light soiling and the
appropriate degree of water hardness)
Set the programme selector to 4» Easy-Care 60 °C and select D[] Start/Pause. At the end of 2. For models with a drainage hose: Remove the drainage hose from the

the programme, turn the programme selector to Off. retainer and pull it from the housing. Remove the container.

®  Machine housing, control panel Remove the sealing cap, allow the detergent solution to flow out.
- - Replace the sealing cap and place the drainage hose in the retainer.
- Wipe with a soft, damp cloth.

Detergent solution pump
e Turn the programme selector to Off and disconnect the mains plug.

- Do not use any abrasive cloths, scourers or cleaning agents (stainless steel cleaners). 2* For models without a drainage hose: Carefully unscrew the pump cover
- Remove detergent and cleaning agent residue immediately. until the detergent solution begins to flow out. When the service flap is
— Do not clean with a jet of water. half full, close the pump cover and empty the service flap. Repeat the

above steps until all the detergent solution has completely drained out.

Cleaning the detergent drawer ...

3. Carefully unscrew the pump cover (residual water).
... if it contains detergent or fabric softener residues. 4. Clean the interior, pump cover thread and pump housing (the impeller in
I the detergent solution pump must rotate).
Pull out, press insert down, remove draw completely.
To remove the insert: press the insert upwards from below with your 5. Replace the pump cover and screw it tightly in place.
finger. 6. Place the service flap back on and close.

Clean the detergent dispenser tray and insert with water and a brush and
dry it.

Attach the insert and engage (connect the cylinder to the guide pin).
Push in the detergent drawer.

To prevent unused detergent from flowing straight into the drain during the next wash: pour
1 litre of water into compartment Il and start the & Empty programme.

Drainage hose at the siphon
e Turn the programme selector to Off and disconnect the mains plug.

ﬂ Leave the detergent drawer open so that any residual water can
evaporate.

Drum

Leave the washing machine door open so that the drum can dry out. 1. L the h | ful the drai h idual
Rust stains - use chlorine-free cleaning agent, not steel wool. . w(;(t)esre)n & hose clamp, carefully remove the drainage hose (residua

ﬂ Descaling SRSUTE URETE S (0 (STl i §ne (FREsiTiie 2. Clean the drainage hose and siphon connecting piece.

Descale the appliance according to the descaler manufacturer's instructions. This should not 3. Reattach the drainage hose and secure the connection with the hose
be necessary if the correct dosage of detergent is used. clamp.

Filter in the water supply
Information on the indicator lights mocerdependent = Risk of electric shock. N o |

' — : i Do not immerse the HydroSafe safety device in water (it contains an electric valve).
A signal sounds and indicator lights for the spin speed flash:

o Close the washing o Detergent solution pump o Open the tap completely, . .

g machine door properly; g blocked; Clean the jof supply hose kinked or Reduce the water pressure in the supply hose:

o laundry may be caught. o detergent solution pump o trapped; 1. Turn off the tap.

o m — page 10. . - Clean the filter 2. Select any programme (except for e Rinse/® Spin /| & Empty).
Drainage hose/waste pipe — page 10, 3. Select DI Start/Pause. Let the programme run for approximately

o} X blocked; Clean the drainage| © Water pressure too low. 40 seconds.
hose at the siphon 4. Turn the programme selector to Off. Disconnect the mains plug.

- TR VT page ;O'b . Clean the filter:

o otor fault. Call the after-| & ater in the base tub, : !

g  sales service. » appliance leaking. Call the e Bi?c%%%lggt ?r:]engcsj(eal.from the tap

ol y  after-sales service. Clean the filter using a small brush.

ot Jof

o o and/or for Standard and Aqua-Secure models:

Remove the hose on the rear of the appliance.
Remove the filter with pliers and clean.

H 2. Connect the hose and check for leaks.




What to do if ...

Water is leaking out.

— Attach/replace the drainage hose correctly.
— Tighten the screw connection of the supply hose.

No water supply. - DIl Start/Pause not selected?

Detergent not dispensed. — Tap not turned on?
— Filter blocked? Clean the filter — page 70.
— Supply hose kinked or trapped?

Washing machine door - Safety function active. Wait approx. 2 minutes.

cannot be opened. - Is Rinse Stop (without final spin) selected? — page 3, 4.
Programme does not - DIl Start/Pause selected?
start. - Washing machine door closed?
Detergent solution is not - Is Rinse Stop (without final spin) selected? — page 3, 4.
drained. — Clean the detergent solution pump — page 70.

— Clean the waste pipe and/or drainage hose.
Water not visible in the - Not a fault - water below the visible area.
drum.
Unsatisfactory spin - Not a fault - the unbalanced-load detection system has cancelled
result. the spin cycle because of uneven distribution of the laundry.
Laundry wet/too damp. Distribute small and large items of laundry evenly inside the

drum.

- 2 Easy Iron selected? — page 5.
— Selected speed too low? — page 5.

. Spin cycle performed - Not a fault - unbalanced load detection system adjusts the
several times. imbalance.
. Residual water in the - Not a fault - the action of the care product is not affected.
compartment for care — Clean the insert if necessary — page 9.
products.
. Odour formation in the - Run programme 4% Cottons 90 °C without laundry. Use
washing machine. standard detergent.
‘ Wash display lamp — Too much detergent used? Mix 1 tablespoon of fabric softener
flashes. Foam may be with 2 litre of water and pour into dispenser Il (not for outdoor
coming out of the and down-filled textiles!).
detergent drawer. - Reduce the detergent dosage for the next wash cycle.
‘ Intense noise formation, - Are the appliance feet fixed?
vibrations and “walking” Secure the appliance feet — Installation instructions.
during the spin cycle. — Transportation safety devices removed?
Remove the transportation safety devices — Installation
instructions. . L
() Noises during spin and - Clean detergent-solution pump — page 70 Washing machine @ BOSCH
drain cycles. ‘ Y
‘ The indicator lights do - Power cut? :
not function during - Fuses tripped? Reset/change the fuse.
operation. — If the fault occurs repeatedly, call the after-sales service.
‘ Programme sequence — Not a fault - unbalanced load detection system adjusts
longer than usual. imbalance by repeatedly distributing the laundry.
- Not a fault - foam detection system active - adds an additional -
rinse cycle. 7’ — . T
Detergent residues on — Occasionally, phosphate-free detergents contain water-insoluble ;
‘ thelalindry. Pl e en Instruction manual

- Select vy Rinse/® Spin or brush out the laundry after washing.

If you cannot correct a fault yourself (switching on/off) or a repair is required:
— Turn the programme selector to Off and remove the mains plug from the socket.
— Turn off the water supply and call the after-sales service — Installation instructions.




