Before washing for the first time
Wash once without any laundry — page 9.

Your washing machine Preparation

Removing the washing Individual settings

| Open the washing machine door and remove the washing.

A Important information

Congratulations - You have opted for a modern, high-quality M for use ir_l the household o_nly, Correct installation according to the Sorting and Ioading Iaundry If = (without final spin) is active: Turn the programme Additional functions — and overview of programmes, see page 7. Protecting the washing and the machine
_dogjet_stlc apr?lgrgce_tmanufactureczl by ?OSChd This washing ma?_hlne % for machine-washable fabrics and hand-washable wool separate Installation instructions. selector to ¥ (Empty) or select the spin speed (model- iy Clothing remains immersed in the last rinse water - When determining the dosage of all washing powders, additives and cleaning agents, you
is distinguished by its economical water and energy consumption. in detergent solution, Follow the manufacturer's care information. dependent). . . : must follow the manufacturer's instructions.
tEach mao?ri]n? _tth]?t Ie?_ves ourfactlory hgs been infsp(tactedC}QQrOUthy " to be operated with cold drinking water and commer- v Checkina the machine A Accc:jordi?g tto }ahec (i)r;:‘)orrmg(t)i_clqg or; r?c]iet é:r?]reelr%kt)erlg. ' Select Inicio (Start). o Reduce spin speed (values depending on model). - Empty pockets.
. i i i ccordin , ur, soili ure. . . . ) ) il
© NS Tt T THEHons properly an 15 In perieet condion glﬁ{gb?g?g?tﬂgedﬂ?/\r/ggﬂitﬁgrr]ﬁa%iriﬁgs@duas whiehare (‘ g . Do ngot ex}(/:%ed the maximu?n load —>ppage 7. Detergent drawer with - Remove any foreign objects - risk of rusting. Start b\?okhodutlfortmetﬁl |t(|em§](§;r3agerclltpsmetc) tains, underwired bras).
For further information and a selection of our products go to our web | 2 W R T 0oc machine. Observe the important information — page 6 compartments I, fl, & - Leave the washing machine door and detergent For starting or interrupting the programme I a? Ty §S i aub t%/ G | O curtains, Und
site: www.posch-home.com CE — Do not leave children unattended near the R 5alcs service. Insert Ialr)ge and small items of Iglugr}ldry. D Lo Clgell €0 e el IS Re IS G2l i 7 e . I B?ssinsﬂgcsj oci g?;c:]gkefs 323 collars.
' ' ' - - . . . ; rum evaporate. - Bru u r
. . . washing machine. - - Close the washing machine door. Take care not to trap items of laundry e AR MEEeein the laundry ba
Environmentally friendly waste disposal E ~ The washing machine is not to be used by ® Connectlng the mains between the washing machine door and the rubber seal. V Control panel Turn ing the tap off w er;ove cu ”a,u ittings odp [ . ul y bag.
All packaging must be disposed of in accordance with Ch/ldr?_n or p?rsotns not familiar with the plug ﬁ ashing wi Varylr\;g :greets o srf.u |mtﬁ =
i ideli operating instructions. ash new items of clothing separate
?ﬂgrggggﬁgﬁé’ Iggrltlir;i?esd in accordance with European Directive = ngp pegtls away from the washing machine Make sure your hands are dry. | Add deterg ent and care P roducts Washing machine /U\ 9.5ep v
i i i ' Take hold of the plug only. Measure accordingly: door light _| Do not pre-wash.
%(])_02/_96/[50 on waste electrical and electronic equipment (WEEE). . A ol " N et Y - Switchi i Frequired, protreal stains. Seloot programme
is directive provides the framework for the EU-wide collection and mount of laundry, soiling, water hardness (ask your water supply witc lng 0 ; > ) . o
reuse of used appliances \ company) and manufacturer's instructions o® Resistentes/Algod. intensivo (Cottons Intensive) 60 °C.
' Turning the tap on Pour liquid detergent into the appropriate dispenser and place in the drum. V Turn the programme selector to Stop (Off). heavy a - Load less washing. Select programme ]
A Observe the safety instructions on page 8. Soaking Load laund Riilf?;esnz:;s:‘clg:)d r+ Prelava. (Cottons + Prewash) 60°C.
oad laundry o u
| 'l Read these instructions and the separate installation . m Pour soaking agent/detergent into compartment Il in accordance with the manufacturer's
; ; ; : : Compartment Il: Detergent for the main wash, water softener, ) ) ) ) " ) . Ui T s lector to R tentes/Algod. (Cott 30°C and select
instructions before operating the washing machine. . instructions. Turn the programme selector to Resistentes/Algod. (Cottons) and selec
ﬂ ] peraing ° bleach, stain remover ﬂ ?,Q’,-‘!f‘f,fgé‘;’,‘qt’f%’,’gciggi’;e’ and fabric conditioner with water. Inicio (Start). After approx. 10 minutes, press Inicio (Start), to pause the programme. Once
C t t Compartment &: Fabric softener, starch ' the required soaking time has elapsed, press Inicio (Start), again to continue the programme,
. ’ or select a different programme.
[ ﬁgdgc,se? ............................................................................... /.D. agf Compartment I: Detergent for pre-wash (model-dependent) i Starching Washing must not be treated with fabric softener
B Programmes ... s 1 (*spin speed depending on model) Settlng and adjustlng programmes \_l Starching is possible in all wash programmes if liquid starch is used. Pour the starch in
B Setting and adjusting the programme ........ccecceeeeeceeverscevere e 3 Programmes — . — : accordance with the manufacturer's instructions into fabric softener compartment  (rinse first
B WESNING oo eeeeee e eeeees e seeeessesesesseesssesene e seees e 3/4 Detailed overview of programmes — page 7. v v éggglgnal function — Individual settings, End of programme when ... if necessary).
B Aft RING e eeeeeesmmsms st 4 . . . iti : , ) ) i
™ |nd?\;iév a:| slg?tin s 5 Resistentes/Algod. (Cottons) hard-wearing fabrics E;zrsté ﬁf:é::g:il inggzgilcs)rs Programme selector .. the status indicator centrifugar (spin) - terminado (end) Dyeing / Bleaching
uas g8 i Resistentes/Algod.intensi hard ing fabri flashes. Dye should only be used in normal household quantities. Salt may damage stainless steel.
| Impor?ant INFOrMALION . s 6 C(?SIS en Ies god.intensivo ard-wearing fabrics Always follow the dye manufacturer's instructions! Do not use the washing machine for
B OVerview of Programmes ... .esieessessmrsssenscesssnnsssoesee 7 (Cottons Intensive) Estadode N . bleaching clothes!
B Safety instructions ................ Resistentes/Algod. +Prelava. hard-wearing fabrics, prewash programa.  Sintéticos _ f‘fp[ Sesistentos/Algod. Interr upting the programme
B Consumption values ... (Cottons + Prewash) at 30 °C Iico 7 1000|  cteminaco oo e o o o t
L 7= TSP - - - - rogrammes at high temperatures:
B INformation t0 iNICAIOr IGNTS w.veevveeeeeeeeeeeeeeereeeeeeecesseessesesereeseenne 9 = (Rinse) with subsequent spin cycle © o o oo 60 60 | - Cool washing: Select e (Rinse).
B Maintenance @ Centrifug. adicional (Spin) laundry washed by hand Q Q Q oaclarfenx.  Delicado frio 60 intensivo — Select Inicio (|Start).
B What to do if insi var 2 fri 90 i Programmes at lower temperatures:
& (Empty) the rinsing water o' o Service flap for - Select @ Centrifug. adicional (Spin) or & (Empty).
= " ! Lana/La 30 60 + Prelava. . g P P y
- - \ preparado —
W Lana/La (Wool) plaér;d/machlne washable tex: d W T % g(uaﬁ;)gent solution Select Inicio (Start).
|
Centrifug. adicional (& =
X . . .. Delicado (Delicates delicate washable fabrics Select Inicio (Start . .
Environmental protection/Conservation tips elicado {Delicates) jcate washa | (Start) Changing the programme, if ...
- Always fill the washing machine with a maximum amount of Sintéticos (Easy-Care) easy-care fabrics Programme selector for A octod i o istak
laundry for the relevant programme. itching the machine on ... you have selected the wrong programme by mistake:
- Wash normally soiled washing without a pre-wash (model- z\ggcoflf gnd for seleicting - Reselect the programme.
dependent). the programme. Can be - SelectlInicio (Start). The new programme starts from the
- Instead of Resistentes/Algod. (Cottons) 90 °C, choose the turned in either direction. . beginning.
programme Resistentes/Algod. intensivo (Cottons Intensive) Wa S h in g
60 °C. Comparable cleaning result with significantly lower

energy consumption.

— Measure the detergent according to the manufacturer's
instructions and water hardness.

— If the laundry is then dried in the tumble dryer, select the spin
speed according to the instructions of the dryer manufacturer
(model-dependent).
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Programmes

,90°C

io (cold),
0

Resistentes/Algod. (Cottons) TO 6

Hard-wearing fabrics, heat-resistant fabrics made of 1000

aool, fww)

cotton or linen

6 kg

Resistentes/Algod. intensivo

(Cottons Intensive)

60°C

Resistentes/Algod. + Prelava.
(Cottons + Prewash)

aool, fww)

1000

Easy-care fabrics made of cotton, linen, synthetic

fibres or blended fabrics

3kg

frio (cold),
40,60 °C

Sintéticos (Easy-Care)

1000

For delicate, washable fabrics, e.g. made of silk,

aool, ,

satin, synthetic fibres or blended fabrics (e.g. cur-

tains)

frio (cold)

Delicado (Delicates)

No spin between rinse cycles

Particularly gentle wash programme to prevent
shrinkage of laundry. Longer programme breaks (fab-

rics rest in the detergent solution)

w (Rinse), @ Centrifug. adicional (Spin), & (Empty)

Programmes without prewash - add detergent to compartment Il, programmes with prewash - distribute the detergent between compartments I and Il

(model-dependent).

Hand- or machine-washable fabrics made of wool or

containing wool

2kg

frio (cold), 30 °C

W/ Lana/La (Wool)

Additional programmes

i

Carl-Wery-Str. 34

Robert Bosch Hausgeréte GmbH
81739 Minchen / Deutschland

A\ Safety instructions

- Read the instruction manual and installation instructions and all other information enclosed
with the washing machine and act accordingly.
— Retain the documents for subsequent use.

Risk of electric shock - Never pull the cable to disconnect the mains plug.

- Never insert/disconnect the mains plug with damp hands.

For worn-out appliances:

- Disconnect the mains plug.

- Sever the mains cable and discard along with the plug.

- Destroy the lock on the washing machine door. This will prevent
children from locking themselves in and risking their lives.

- Keep packaging, film and packaging parts out of the reach of

Danger to life

Danger of suffocation

Care

— Risk of electric shock. Disconnect the mains plug.
— Risk of explosion. No solvents.

Before washing for the first time

Do not load any laundry into the machine. Turn on the tap.

Add the following to compartment Il:

— approx. 1 litre water

— detergent (dosage according to the manufacturer's instructions for light soiling and the
appropriate degree of water hardness)

Set the programme selector to Sintéticos (Easy-Care) 60 °C and select Inicio (Start). At the

end of the programme, turn the programme selector to Off (Stop).

Machine housing, control panel

"
= children.
§ Risk of poisoning - Keep detergents and care products out of the reach of children.
< Risk of explosion - ltems of laundry pretreated with cleaning agents containing
= solvents, e.g. stain remover/cleaning solvent may cause an
explosion after being loaded into the washing machine.
Rinse items of laundry thoroughly by hand beforehand.
Risk of injury — The washing machine door can become very hot.
— Be careful when draining hot detergent solution.
- Do not climb onto the washing machine.
— Do not lean on the open washing machine door.
— — Do not reach into the drum if it is still rotating.
— - Be careful when opening the detergent drawer while the machine
— is in operation.
|
—
= Consumption values
Ray— Electricity con- - Programme
§= Programme Load sumption** Water duration**
Q) I— Resistentes/Algod (Cottons) 40 °C * 6 kg 0.85kWh 581 01:50h
O
e — Resistentes/Algod (Cottons) 60 °C * 6 kg 1.40 kWh 571 02:05h
3— Resistentes/Algod intensivo (Cottons Intensive) 60 °C * 6 kg 1.02 kWh 471 02:15h
— — Resistentes/Algod (Cottons) 90 °C 6 kg 2.10 kWh 62 | 02:05h
o) IE—
©— Sintéticos (Easy-Care) 40 °C * 3kg 0.55 kWh 48 | 01:15h
Delicado (Delicates) frio (cold) 2 kg 0.28 kWh 48 | 00:44h
¥ Lana/Lé (Wool) 30 °C 2 kg 0.20 kWh 321 00:53h

*

Programme setting for testing in accordance with valid standard EN60456.
Note on comparative tests: Try out the test programme by washing the specified load using the maximum spin speed.

** The values deviate from the indicated values depending on water pressure, hardness, and inlet temperature, ambient tem-

perature, type, amount and soiling of the laundry, detergent used, fluctuations in the power supply and selected additional
functions.

- Wipe with a soft, damp cloth.

— Do not use any abrasive cloths, scourers or cleaning agents (stainless steel cleaners).
- Remove detergent and cleaning agent residue immediately.

- Do not clean with a jet of water.

.. if it contains detergent or fabric softener residues.

. Pull out, press insert down, remove draw completely.
. To remove the insert: press the insert upwards from below with your

finger.

. Clean the detergent dispenser tray and insert with water and a brush and

dry it.

. Attach the insert and engage (connect the cylinder to the guide pin).
. Push in the detergent drawer.

ﬂ Leave the detergent drawer open so that any residual water can

evaporate.

:E Cleaning the detergent drawer ...
1
2
3
4
5

Drum

Leave the washing machine door open so that the drum can dry out.
Rust stains - use chlorine-free cleaning agent, not steel wool.

Descale the appliance according to the descaler manufacturer's instructions. This should not

ﬂ Descaling Ensure there is no laundry in the machine

be necessary if the correct dosage of detergent is used.

Information to indicator lights

Indicator lights for status displays and/or buttons flash:

Indicator lights
aclar/enx. (rinse) and
lavar (wash) flash
Indicator lights
centrifugar (spin) and
lavar (wash) flash
Indicator lights
centrifugar (spin) and
aclar/enx. (rinse) flash

Indicator light

aclar/enx. (rinse)
flashes

All indicator lights flash

Close the washing machine door properly; laundry may be caught.

Open the tap completely, supply hose kinked or trapped;
Clean the filter — page 10, Water pressure too low.

Detergent solution pump blocked; Clean the detergent solution pump
— page 10

Drainage hose/waste pipe blocked; Clean the drainage hose at the
siphon — page 10.

Motor fault. Call the after-sales service.

Turn off the tap and call the after-sales service.

Maintenance

. - Turn off the tap.
Detergent solution pump 4

Turn the programme selector to Stop (Off) and disconnect the mains plug.

1. Open and remove the service flap.

- Risk of scalding.
A Allow the detergent solution to cool down.

2. For models with a drainage hose: Remove the drainage hose from the retainer and pull it
from the housing. Remove the container.
Remove the sealing cap, allow the detergent solution to flow out.
Replace the sealing cap and place the drainage hose in the retainer.

2* For models without a drainage hose: Carefully unscrew the pump cover until the
detergent solution begins to flow out. When the service flap is half full, close the pump cover
and empty the service flap. Repeat the above steps until all the detergent solution has
completely drained out.

Carefully unscrew the pump cover (residual water).

Clean the interior, pump cover thread and pump housing (the impeller in the detergent
solution pump must rotate).

2w

Replace the pump cover and screw it tightly in place.
Place the service flap back on and close.

G

To prevent unused detergent from flowing straight into the drain during the next wash: pour 1 i
compartment Il and start the & (Empty) programme.

Dralnage hose at the siphon
Turn the programme selector to Stop (Off) and disconnect the mains plug.

1. Loosen the hose clamp, carefully remove the drainage hose (residual water).

2. Clean the drainage hose and siphon connecting piece.

3. Reattach the drainage hose and secure the connection with the hose clamp.

E Filter in the water supply

Reduce the water pressure in the supply hose:

Turn off the tap.

Select any programme (except for @ Centrifug. adicional (Spin), & (Empty)).
Select Inicio (Start). Let the programme run for approximately 40 seconds.
Turn the programme selector to Stop (Off). Disconnect the mains plug.

RS

Clean the filter:

Depending on model:
Disconnect the hose from the tap.
Clean the filter using a small brush.

-

and/or for Standard and Aqua-Secure models:

Remove the hose on the rear of the appliance. B
Remove the filter with pliers and clean.
2. Connect the hose and check for leaks.

What to do if ...

Water is leaking out. - Attach/replace the drainage hose correctly.

- Tighten the screw connection of the supply hose.

No water supply.
Detergent not dispensed.

- Inicio (Start) not selected?

- Tap not turned on?

- Filter blocked? Clean the filter — page 10.
- Supply hose kinked or trapped?

Washing machine door cannot - Safety function active. Wait approx. 2 minutes.
be opened. - 7 (without final spin) selected? — page 3, 4.

Programme does not start. - Inicio (Start) selected?
- Washing machine door closed?

Detergent solution is not - 7 (without final spin) selected? — page 3, 4.
drained. - Clean the detergent solution pump —> page 10.
- Clean the waste pipe and/or drainage hose.

Water not visible inthe drum. - Not a fault - water below the visible area.

Unsatisfactory spin result. - Not a fault - the unbalanced-load detection system has cancelled the spin cycle
Laundry wet/too damp. because of uneven distribution of the laundry.
Distribute small and large items of laundry evenly inside the drum.
- Too low a speed selected? — page 5.

Spin cycle performed several - Not a fault - unbalanced load detection system adjusts the imbalance.
times.

Residual water in the - Not afault - the action of the care product is not affected.
compartment for care - Cleanthe insert if necessary — page 9.
products.

Odourformationinthewashing - Run programme Resistentes/Algod. (Cottons) 90 °C without laundry. Use

machine. standard detergent.
Foam escaping from the - Too much detergent used?
detergent drawer. If foam is escaping from the detergent drawer:

Mix 1 tablespoon of fabric softener with 2 litre of water and pour into
compartment Il (not with outdoor or down fabrics).
- Reduce the detergent dosage for the next wash cycle.

Intense noise formation,
vibrationsand “walking” during
the spin cycle.

- Are the appliance feet fixed?
Secure the appliance feet — Installation instructions.
- Transportation safety devices removed?
Remove the transportation safety devices — Installation instructions.

Noises during spinand drain - Clean detergent-solution pump — page 10

cycles.
The indicator lights do not - Power cut?
function during operation. - Fuses tripped? Reset/change the fuse.

- If the fault occurs repeatedly, call the after-sales service.

Programme sequence longer - Nota fault-unbalanced load detection system adjusts imbalance by repeatedly
than usual. distributing the laundry.
- Not afault - foam detection system active - adds an additional rinse cycle.

Detergent residues on the
laundry.

- Qccasionally, phosphate-free detergents contain water-insoluble residues.
- Select e (Rinse) or brush out the laundry after washing.

If you cannot correct a fault yourself (switching on/off) or a repair is required:
- Turn the programme selector to Stop (Off) and remove the mains plug from the socket.
- Turn off the water supply and call the after-sales service — Installation instructions.

Washing machine

© BOSCH

en Instruction manual



Your washing machine Preparation

Congratulations - You have opted for a modern, high-quality
domestic appliance manufactured by Bosch. This washing machine
is distinguished by its economical water and energy consumption.
Each machine that leaves our factory has been inspected thoroughly
to ensure that it functions properly and is in perfect condition.

For further information and a selection of our products go to our web
site: www.bosch-home.com

Environmentally friendly waste disposal E

All packaging must be disposed of in accordance with
environmental guidelines.

This appliance is certified in accordance with European Directive
2002/96/EC on waste electrical and electronic equipment (WEEE).
This directive provides the framework for the EU-wide collection and
reuse of used appliances.

A Observe the safety instructions on page 8.

| 'y Read these instructions and the separate installation
ﬂ ] instructions before operating the washing machine.
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Environmental protection/Conservation tips

— Always fill the washing machine with a maximum amount of
laundry for the relevant programme.

— Wash normally soiled washing without a pre-wash (model-
dependent).

- Instead of Resistentes/Algod. (Cottons) 90 °C, choose the
programme Resistentes/Algod. intensivo (Cottons Intensive)
60 °C. Comparable cleaning result with significantly lower
energy consumption.

— Measure the detergent according to the manufacturer's
instructions and water hardness.

- If the laundry is then dried in the tumble dryer, select the spin
speed according to the instructions of the dryer manufacturer
(model-dependent).

I for use in the household only,
for machine-washable fabrics and hand-washable wool
in detergent solution,
to be operated with cold drinking water and commer-
cially available detergents and care products which are
suitable for use in washing machines.

washing machine.

— The washing machine is not to be used by
children or persons not familiar with the
operating instructions.

— Keep pets away from the washing machine.

ii — Do not leave children unattended near the

Compartment II: Detergent for the main wash, water softener,

Programmes
Detailed overview of programmes — page 7.

Correct installation according to the
separate Installation instructions. . A

(’ Checking the machine

[\ - Never use a damaged machine.
- Inform the after-sales service.

@M Connecting the mains
plug

f Make sure your hands are ary.

Take hold of the plug only.

E Turning the tap on

bleach, stain remover I
Compartment &: Fabric softener, starch
Compartment I: Detergent for pre-wash (model-dependent)

(*spin speed depending on model)

Resistentes/Algod. (Cottons) hard-wearing fabrics

Resistentes/Algod.intensivo  hard-wearing fabrics
(Cottons Intensive)

Resistentes/Algod. +Prelava. hard-wearing fabrics, prewash
(Cottons + Prewash) at 30 °C

(Rinse) with subsequent spin cycle

@ Centrifug. adicional (Spin) laundry washed by hand

¥ (Empty) the rinsing water

W Lana/La (Wool) hand/machine-washable tex-
tiles

Delicado (Delicates) delicate washable fabrics

Sintéticos (Easy-Care) easy-care fabrics

y

Start/ Additional  Status Progran
Pause function * indicators
Estado de
programa  Sintéticos Stop
)
Inicio 7 1000 ¢ terminado frio__ o
600 i 40
e} e} le) O centrifugar 60
Q O @ O aclar/enx. m
O lavar & frio
1 lana/la 30
\ preparado Lenafla 30
ki \
Centrifug. adi
Prc
SWi
anc
the
turt




Close the washing machine door. Take care not to trap items of laundry

Before washing for the first time
Wash once without any laundry — page 9.

Sorting and loading laundry

Follow the manufacturer's care information.
According to the information on the care labels.
According to type, colour, soiling and temperature.

Removing the washing

Open the washing machine door and remove the washing.
If = (without final spin) is active: Turn the programme
selector to ¥ (Empty) or select the spin speed (model-
dependent).

Select Inicio (Start).

Do not exceed the maximum load — page 7. Detergent drawer with - Remove any foreign objects - risk of rusting.

Observe the important information — page 6.

compartments |, Il, ® - Leave the washing machine door and detergent
drawer open so that any residual water can

Insert large and small items of laundry. Drum evaporate

between the washing machine door and the rubber seal. Control panel Turning the tap off
Add detergent and care products Washing machine

Amount of laundry, soiling, water hardness (ask your water supply
company) and manufacturer's instructions.
ur liquid detergent into the appropriate dispenser and place in the drum.

ﬂ Dilute thick fabric softener and fabric conditioner with water.

This prevents blockages.

Setting and adjusting programmes

Measure accordingly: door

Switching off

Turn the programme selector to Stop (Off).

L

1me selector

Additional function — Individual settings,

page 5.

Resistentes/Algod.
frio
40°
60
60 intensivo
90

60 + Prelava.

ional ©

End of programme when ...

... the status indicator centrifugar (spin) - terminado (end)
flashes.

Interrupting the programme

Programmes at high temperatures:

- Cool washing: Select = (Rinse).

- Select Inicio (Start).

] Programmes at lower temperatures:

Service flap for - Select @ Centrifug. adicional (Spin) or & (Empty).
Sﬁtr%gent solution - Select Inicio (Start).

Select Inicio (Start)

gramme selector for
tching the machine on
] off and for selecting
programme. Can be

1ed in either direction.

Changing the programme, if ...

... you have selected the wrong programme by mistake:
— Reselect the programme.

— SelectInicio (Start). The new programme starts from the
beginning.




Individual settings

Additional functions — and overview of programmes, see page 7.

\ez/ Clothing remains immersed in the last rinse water.
%00 Reduce spin speed (values depending on model).
Start

For starting or interrupting the programme.

A Important information

Protecting the washing and the machine
— When determining the dosage of all washing powders, additives and cleaning agents, you
must follow the manufacturer's instructions.

- Empty pockets.

- Look out for metal items (paperclips, etc.).

- Wash delicates in a laundry bag (tights, curtains, underwired bras).

- Fasten zips, do up any buttons.

— Brush sand out of pockets and collars.

- Remove curtain fittings or place in the laundry bag.

/\J\ Wash new items of clothing separately.

light | Do not pre-wash.

If required, pretreat stains. Select programme
Resistentes/Algod. intensivo (Cottons Intensive) 60 °C.

heavy o« --a| Load less washing. Select programme
Resistentes/Algod. + Prelava. (Cottons + Prewash) 60°C.

Soaking Load laundry of the same colour

@ Pour soaking agent/detergent into compartment Il in accordance with the manufacturer's
instructions. Turn the programme selector to Resistentes/Algod. (Cottons) 30°C and select
Inicio (Start). After approx. 10 minutes, press Inicio (Start), to pause the programme. Once
the required soaking time has elapsed, press Inicio (Start), again to continue the programme,
or select a different programme.

Starching Washing must not be treated with fabric softener

1111
\_I Starching is possible in all wash programmes if liquid starch is used. Pour the starch in
accordance with the manufacturer's instructions into fabric softener compartment & (rinse first
if necessary).

E Washing with varying degrees of soiling

Dyeing / Bleaching

Dye should only be used in normal household quantities. Salt may damage stainless steel.
Always follow the dye manufacturer's instructions! Do not use the washing machine for
bleaching clothes!




5 SN /\ Safety instructions
= E =
: =% SH g - Read the instruction manual and installation instructions and all other information enclosed
© %g = = 2 with the washing machine and act accordingly.
2 ag ‘:9%) = =S — Retain the documents for subsequent use.
S =
Q *GQJ £ = § 8 ;::‘3 Risk of electric shock - Never pull the cable to disconnect the mains plug.
S kS Eoz| |2 s g - Never insert/disconnect the mains plug with damp hands.
3 E v |5 E% = é = Danger to life For worn-out appliances:
Pt == «L — | X .
S "E é—_;: g;g = < 8 - Disconnect the mains plug.
° = o |83 5|= g § o — Sever the mains cable and discard along with the plug.
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Care

— Risk of electric shock. Disconnect the mains plug.
— Risk of explosion. No solvents.

® Before washing for the first time

Do not load any laundry into the machine. Turn on the tap.

Add the following to compartment Il:

— approx. 1 litre water

— detergent (dosage according to the manufacturer's instructions for light soiling and the
appropriate degree of water hardness)

Set the programme selector to Sintéticos (Easy-Care) 60 °C and select Inicio (Start). At the

end of the programme, turn the programme selector to Off (Stop).

®  Machine housing, control panel

- Wipe with a soft, damp cloth.

— Do not use any abrasive cloths, scourers or cleaning agents (stainless steel cleaners).
— Remove detergent and cleaning agent residue immediately.

— Do not clean with a jet of water.

Cleaning the detergent drawer ...

... if it contains detergent or fabric softener residues.

Pull out, press insert down, remove draw completely.

To remove the insert: press the insert upwards from below with your
finger.

Clean the detergent dispenser tray and insert with water and a brush and
dry it.

Attach the insert and engage (connect the cylinder to the guide pin).
Push in the detergent drawer.

ﬂ Leave the detergent drawer open so that any residual water can
evaporate.

Drum

Leave the washing machine door open so that the drum can dry out.
Rust stains - use chlorine-free cleaning agent, not steel wool.

ﬂ Descaling Ensure there is no laundry in the machine

Descale the appliance according to the descaler manufacturer's instructions. This should not
be necessary if the correct dosage of detergent is used.

Information to indicator lights

Indicator lights for status displays and/or buttons flash:

Indicator lights Close the washing machine door properly; laundry may be caught.
aclar/enx. (rinse) and
lavar (wash) flash
Indicator lights
centrifugar (spin) and
lavar (wash) flash
Indicator lights
centrifugar (spin) and
aclar/enx. (rinse) flash

Open the tap completely, supply hose kinked or trapped,
Clean the filter — page 10, Water pressure too low.

Detergent solution pump blocked; Clean the detergent solution pump
— page 10.

Drainage hose/waste pipe blocked; Clean the drainage hose at the
siphon — page 10.

Motor fault. Call the after-sales service.

Indicator light

aclar/enx. (rinse)
flashes

All indicator lights flash

Turn off the tap and call the after-sales service.

Maintenance

Detergent solution pump
Turn the programme selector to Stop (Off) and disconnect the mains plug.

- Risk of scalding.
A Allow the detergent solution to cool down.
- Turn off the tap.

1. Open and remove the service flap.

2. For models with a drainage hose: Remove the drainage hose from the retainer and pull it
from the housing. Remove the container.
Remove the sealing cap, allow the detergent solution to flow out.
Replace the sealing cap and place the drainage hose in the retainer.

2* For models without a drainage hose: Carefully unscrew the pump cover until the
detergent solution begins to flow out. When the service flap is half full, close the pump cover
and empty the service flap. Repeat the above steps until all the detergent solution has
completely drained out.

Carefully unscrew the pump cover (residual water).

Clean the interior, pump cover thread and pump housing (the impeller in the detergent
solution pump must rotate).

2w

Replace the pump cover and screw it tightly in place.
Place the service flap back on and close.

Go e

To prevent unused detergent from flowing straight into the drain during the next wash: pour 1 litre of water into
compartment Il and start the & (Empty) programme.

Drainage hose at the siphon
e Turn the programme selector to Stop (Off) and disconnect the mains plug.

1. Loosen the hose clamp, carefully remove the drainage hose (residual water).

2. Clean the drainage hose and siphon connecting piece.
3. Reattach the drainage hose and secure the connection with the hose clamp.

E Filter in the water supply

Reduce the water pressure in the supply hose:

Turn off the tap. =
Select any programme (except for @ Centrifug. adicional (Spin), & (Empty)). 5
. Select Inicio (Start). Let the programme run for approximately 40 seconds.
Turn the programme selector to Stop (Off). Disconnect the mains plug.

pPon o

Clean the filter:

Depending on model:
Disconnect the hose from the tap.
Clean the filter using a small brush.

-

and/or for Standard and Aqua-Secure models:

Remove the hose on the rear of the appliance.
Remove the filter with pliers and clean.
2. Connect the hose and check for leaks.




What to do if ...

Water is leaking out.

- Attach/replace the drainage hose correctly.
- Tighten the screw connection of the supply hose.

No water supply.
Detergent not dispensed.

- Inicio (Start) not selected?

- Tap not turned on?

- Filter blocked? Clean the filter — page 10.
- Supply hose kinked or trapped?

Washing machine door cannot
be opened.

- Safety function active. Wait approx. 2 minutes.
- 7 (without final spin) selected? — page 3, 4.

Programme does not start.

- Inicio (Start) selected?
- Washing machine door closed?

Detergent solution is not
drained.

- 7 (without final spin) selected? — page 3, 4.
- Clean the detergent solution pump — page 10.
- Clean the waste pipe and/or drainage hose.

Water not visible in the drum.

- Not afault - water below the visible area.

Unsatisfactory spin result.
Laundry wet/too damp.

- Not a fault - the unbalanced-load detection system has cancelled the spin cycle
because of uneven distribution of the laundry.
Distribute small and large items of laundry evenly inside the drum.

- Too low a speed selected? — page 5.

Spin cycle performed several
times.

- Not afault - unbalanced load detection system adjusts the imbalance.

Residual water in the
compartment for care
products.

- Not afault - the action of the care product is not affected.
- Cleanthe insert if necessary — page 9.

Odour formationinthe washing
machine.

Run programme Resistentes/Algod. (Cottons) 90 °C without laundry. Use
standard detergent.

Foam escaping from the
detergent drawer.

- Too much detergent used?

If foam is escaping from the detergent drawer:

Mix 1 tablespoon of fabric softener with "2 litre of water and pour into
compartment Il (not with outdoor or down fabrics).

Reduce the detergent dosage for the next wash cycle.

Intense noise formation,
vibrations and “walking” during
the spin cycle.

- Are the appliance feet fixed?

Secure the appliance feet — Installation instructions.

Transportation safety devices removed?

Remove the transportation safety devices — Installation instructions.

Noises during spin and drain
cycles.

- Clean detergent-solution pump — page 10

The indicator lights do not
function during operation.

- Power cut?
- Fuses tripped? Reset/change the fuse.
- Ifthe fault occurs repeatedly, call the after-sales service.

Programme sequence longer
than usual.

- Nota fault-unbalanced load detection system adjusts imbalance by repeatedly
distributing the laundry.
- Not afault - foam detection system active - adds an additional rinse cycle.

Detergent residues on the
laundry.

- Qccasionally, phosphate-free detergents contain water-insoluble residues.
- Select e (Rinse) or brush out the laundry after washing.

If you cannot correct a fault yourself (switching on/off) or a repair is required:
- Turn the programme selector to Stop (Off) and remove the mains plug from the socket.
- Turn off the water supply and call the after-sales service — Installation instructions.
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