QUORDON

Data Systems GmbH

QPrint Thermal4

Highlights:

High Speed printing max. 250 mm/sec
Wall mount installation possible
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1 Supports Arabic and Chinese fonts
1 All necessary interfaces equipped
1k

Optional melody box for kitchen
usage built-in

The QPrint Thermal4"ls\QUORO ' ewest 3" Thermal’
Printer, which comes W|th a very compact,/unique and stylish

housing. I ..,_;"\\‘

The flexibility of this mé)de\llls vastly increased b -.
all standard interfaces are already included.
immediately use it as a receipt or kltcheﬁ"f)rm er without the’
hassle of changing interfaces. \«\‘ R
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TECHNICAL SPECIFICATIONS

Options:
Melody box built-in
Wall mount kit

Splash cover

STANDARD FEATURES

Print Method

Print Speed
Characters per Line
Resolution

Print Width

Paper Width

Paper Roll Diameter
Paper Loading
Auto Cutter

Cutter Life Time
TPH Life Time
MCBF

Emulation

Drivers

Interfaces (standard)

Weight & Dimensions (L x W x H)

QUORION POS Systems

Direct thermal

Maximum 250 mm/sec or 59 lines/sec
Font A: 42 Font B: 56

180 dpi (7 dots/mm)

72 mm (512 dots/line)

50-82,5mm

Maximum 80/58 mm, maximum diameter 83 mm
Drop in

Guillotine cutter

1.5 million cuts

150 km

70 million Lines

EPSON, STAR

Windows, CUPS

Serial (RJ45), LAN/Ethernet (RJ45), Drawer (RJ11-24V),

USB (TypeB)
0,9 kg, 131 x 155 x 133 mm
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99095 Erfurt
Germany
Phone: +49 362 04 542 0
Fax: +49 362 04 542 12
E-Mail: sales@quorion.de

:

www.twitter.com/quorion

www.linkedin.com/company/
guorion-data-systems-gmbh

quorion.wordpress.com !
www.quorion.com




